Normalmente abierto, disco balanceado, elemento Idgico con cavidad de control T-
8A integral - ventear-para-cerrar

CAPACIDAD: 480 L/min. | CAVITY: T-24A

MODELO
DOJR8
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sunhydraulics.com/model/DOJR8

FILOT CONTROL WALYE
MUST BE ORDERED SEPARATELY
MODEL DAL SHOWN
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COIL FOR MODEL DAAA-S™
MUST BE ORDERED
SEPARATELY

TECHNICAL DATA NOTE: DATA MAY VARY BY CONFIGURATION. SEE CONFIGURATION SECTION.

350 bar
20 bar

Maximum Operating Pressure

Minimum Pilot Pressure Required to Shift Valve

Control Pilot Flow

Maximum Valve Leakage at 110 SUS (24 cSt)

See Performance Data

0,7 cc/min.@350 bar

Pilot Control Cavity T-8A
Pilot Control Valve Hex Size 22,2 mm
Pilot Control Valve Installation Torque 27-33Nm

Seal kit - Cartridge Buna: 990-024-007
Seal kit - Cartridge EPDM: 990-024-014
Seal kit - Cartridge Polyurethane: 990-024-002
Seal kit - Cartridge Viton: 990-024-006
Seal kit - Cartridge Buna: 990-024-007
Seal kit - Cartridge EPDM: 990-024-014
Seal kit - Cartridge Polyurethane: 990-024-002
Seal kit - Cartridge Viton: 990-024-006
CONFIGURATION OPTIONS Model Code Example: DOJR8HN
MINIMUM PILOT PRESSURE (H) SEAL MATERIAL (N)
H. 300 psi (20 )
E EPDM
V  Viton
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